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D0305QMF

D1105QMF

D0605QDF D0605F

D1105F

D0305F

•	HAND SHOWER SMILE 75 2S MASSAGE CHROME
•	HANDBRAUSE SMILE 75 2S MASSAGE CHROM
•	DOUCHETTE SMILE 75 2S MASSAGE CHROME
•	DOCCIA SMILE 75 2S MASSAGE CROMO

•	HAND SHOWER SMILE 95 3S MASSAGE CHROME
•	HANDBRAUSE SMILE 95 3S MASSAGE CHROM
•	DOUCHETTE SMILE 95 3S MASSAGE CHROME
•	DOCCIA SMILE 95 3S MASSAGE CROMO

•	HAND SHOWER FRESH 105 DUO CHROME
•	HANDBRAUSE FRESH 105 DUO CHROM
•	DOUCHETTE FRESH 105 DUO CHROME
•	DOCCIA FRESH 105 DUO CROMO

•	HAND SHOWER FRESH 105 UNO CHROME
•	HANDBRAUSE FRESH 105 UNO CHROM
•	DOUCHETTE FRESH 105 UNO CHROME
•	DOCCIA FRESH 105 UNO CROMO

•	HAND SHOWER SMILE 95 CLEAN CHROME
•	HANDBRAUSE SMILE 95 CLEAN CHROM
•	DOUCHETTE SMILE 95 CLEAN CHROME
•	DOCCIA SMILE 95 CLEAN CROMO

•	HAND SHOWER SMILE 75 CLEAN CHROME
•	HANDBRAUSE SMILE 75 CLEAN CHROM
•	DOUCHETTE SMILE 75 CLEAN CHROME
•	DOCCIA SMILE 75 CLEAN CROMO

BOX 20
H31xL59x39

BOX 20
H31xL59x39

BOX 25
H26xL40x40

BOX 25
H26xL40x40

BOX 20
H31xL59x39

BOX 20
H31xL59x39

PALLET 400
H80xL120x200

PALLET 400
H80xL120x200

PALLET 900
H80xL120x200

PALLET 900
H80xL120x200

PALLET 400
H80xL120x200

PALLET 400
H80xL120x200
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BS2405QDN BS2405N

•	HAND SHOWER FRESH CURVE 95 DUO SILK CHROME
•	HANDBRAUSE FRESH CURVE 95 DUO SILK CHROM
•	DOUCHETTE FRESH CURVE 95 DUO SILK CHROME
•	DOCCIA FRESH CURVE 95 DUO SILK CROMO

•	HAND SHOWER FRESH CURVE 95 UNO CHROME
•	HANDBRAUSE FRESH CURVE 95 UNO CHROM
•	DOUCHETTE FRESH CURVE 95 UNO CHROME
•	DOCCIA FRESH CURVE 95 UNO CROMO

BOX 13
H31xL59x39

BOX 13
H31xL59x39

PALLET 260
H80xL120x200

PALLET 260
H80xL120x200
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FLOW CONTROL TECHNOLOGIES

BAF-D14-2.5
VIOLET
2.5 GPM

BFL-D15-2.5
VIOLET
2.5 GPM

BFL-D12.5-2.5
VIOLET
2.5 GPM

BAF-D14-1.75
YELLOW
1.75 GPM

BFL-D15-1.75
YELLOW
1.75 GPM

BFL-D12.5-1.75
YELLOW
1.75 GPM

BAF-D14-2.2
DARK GREY
2.2 GPM

BFL-D15-2.2
DARK GREY
2.2 GPM

BFL-D12.5-2.2
DARK GREY
2.2 GPM

BAF-D14-1.5
LIGHT GREY
1.5 GPM

BFL-D15-1.5
LIGHT GREY
1.5 GPM

BFL-D12.5-1.5
LIGHT GREY
1.5 GPM

BAF-D14-2.0
BLUE
2.0 GPM

BFL-D15-2.0
BLUE
2.0 GPM

BFL-D12.5-2.0
BLUE
2.0 GPM

Nikles flow limiters are saving water and energy without losing the comfort of a full shower spray.
All flow limiters comply with water regulations and each one is tested during manufacturing to assure 
performance. Nikles flow limiters are ecologically sound.
Available from 4 lt/min to 16 lt/min and from 1.5 GPM to 2.5 GPM.

The Nikles check valve prevent water back flow from showers, faucets or shower hoses. 
These one-way directional valves are for more safety.

FLOW LIMITERS

CHECK VALVES

FLOW LIMITERS Ø 15 and 12,5 mm

ADAPTOR FLOW LIMITERS Ø 12,5 mm X Seat Ø 15 and 14 mm

Check valve Ø 15/14 mm Check valve Ø 10 mm

Application:

Application:

Application: Application:

Shower head

Shower head

Wall elbow HoseThermostatic faucet Kitchen spray Single lever

Hand shower

Hand shower
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BCV-D14-00
Check Valve
Ø 14 mm

BCV-D10-00
Check Valve
Ø 10 mm

BAF-D14-16
RED
16 L/MIN

BFL-D15-16
RED
16 L/MIN

BFL-D12.5-16
RED
16 L/MIN

BAF-D14-10
ORANGE
10 L/MIN

BFL-D15-10
ORANGE
10 L/MIN

BFL-D12.5-10
ORANGE
10 L/MIN

BAF-D14-14
BROWN
14 L/MIN

BFL-D15-14
BROWN
14 L/MIN

BFL-D12.5-14
BROWN
14 L/MIN

BAF-D14-9
GREY
9 L/MIN

BFL-D15-9
GREY
9 L/MIN

BFL-D12.5-9
GREY
9 L/MIN

BAF-D14-6
GREEN
6 L/MIN

BFL-D15-6
GREEN
6 L/MIN

BFL-D12.5-6
GREEN
6 L/MIN

BAF-D14-12
WHITE
12 L/MIN

BFL-D15-12
WHITE
12 L/MIN

BFL-D12.5-12
WHITE
12 L/MIN

BAF-D14-8
LIGHT BROWN
8 L/MIN

BFL-D15-8
LIGHT BROWN
8 L/MIN

BFL-D12.5-8
LIGHT BROWN
8 L/MIN

BAF-D14-4
LIGHT BLUE
4 L/MIN

BFL-D15-4
LIGHT BLUE
4 L/MIN

BFL-D12.5-4
LIGHT BLUE
4 L/MIN

BAF-D15-2.5
VIOLET
2.5 GPM

BAF-D15-1.75
YELLOW
1.75 GPM

BAF-D15-2.2
DARK GREY
2.2 GPM

BAF-D15-1.5
LIGHT GREY
1.5 GPM

BAF-D15-2.0
BLUE
2.0 GPM

Ø
 1

5 
m

m

BAF-D15-16
RED
16 L/MIN

BAF-D15-10
ORANGE
10 L/MIN

BAF-D15-14
BROWN
14 L/MIN

BAF-D15-9
GREY
9 L/MIN

BAF-D15-6
GREEN
6 L/MIN

BAF-D15-12
WHITE
12 L/MIN

BAF-D15-8
LIGHT BROWN
8 L/MIN

BAF-D15-4
LIGHT BLUE
4 L/MIN

BCV-D15-00
Check Valve
Ø 15 mm
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FLOW CONTROL TECHNOLOGIES

BCF-D14-2.5
VIOLET
2.5 GPM

BCF-D14-1.75
YELLOW
1.75 GPM

BCF-D14-2.2
DARK GREY
2.2 GPM

BCF-D14-1.5
LIGHT GREY
1.5 GPM

BCF-D14-2.0
BLUE
2.0 GPM

TECHNOLOGY

Check valve with flow limiter Ø 15 and 14 mm

Airdrop valve Ø 15 mm

Airdrop valve Ø 15 mm

Airdrop valve with flow limiter Ø 15 mm

Airdrop valve with flow limiter Ø 15 mm

Application:

Application: Application:

Application: Application:

Hand showers

Hand showers Hand showers

Shower heads Shower heads

A0011-12
WHITE / WHITE
12 L/MIN

A0012-12
WHITE / WHITE
12 L/MIN

A0011-00
Airdrop Valve
Ø 15 mm

A0012-00
Airdrop Valve
Ø 15 mm

BCF-D14-16
RED
16 L/MIN

BCF-D14-10
ORANGE
10 L/MIN

A0011-8
WHITE / LIGHT BROWN 
8 L/MIN

A0012-8
WHITE / LIGHT BROWN 
8 L/MIN

BCF-D14-14
BROWN
14 L/MIN

BCF-D14-9
GREY
9 L/MIN

A0011-9
WHITE / GREY
9 L/MIN

A0012-9
WHITE / GREY
9 L/MIN

BCF-D14-6
GREEN
6 L/MIN

BCF-D14-12
WHITE
12 L/MIN

BCF-D14-8
LIGHT BROWN
8 L/MIN

A0011-2.5
WHITE / VIOLET
2.5 GPM

A0012-2.5
WHITE / VIOLET
2.5 GPM

BCF-D14-4
LIGHT BLUE
4 L/MIN

Experience a gentle, uplifting feeling that envelopes the body. 
Delivering a rejuvenating spray that is soft and gentle on the skin. Airdrop showers operate quietly and save water at the same time. 
All showers are also available without Airdrop system, except our Pure range.
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BCF-D15-2.5
VIOLET
2.5 GPM

BCF-D15-1.75
YELLOW
1.75 GPM

BCF-D15-2.2
DARK GREY
2.2 GPM

BCF-D15-1.5
LIGHT GREY
1.5 GPM

BCF-D15-2.0
BLUE
2.0 GPM

BCF-D15-16
RED
16 L/MIN

BCF-D15-10
ORANGE
10 L/MIN

BCF-D15-14
BROWN
14 L/MIN

BCF-D15-9
GREY
9 L/MIN

BCF-D15-6
GREEN
6 L/MIN

BCF-D15-12
WHITE
12 L/MIN

BCF-D15-8
LIGHT BROWN
8 L/MIN

BCF-D15-4
LIGHT BLUE
4 L/MIN
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OPTION 1
• Normal position: faucet spray
• Pulling up the shaft diverter: hand shower spray
• Closing Faucet reaching 0.2 - 0.3 bar: automatic return  
   on faucet spray

 
OPTION 2
• Pulling up the shaft diverter by turning the handle:  
   blocked spray on hand shower 
   - The closure of the water does not return to the 
     faucet spray. 
   - Return the handle to the original position to get the  
     faucet spray.

• Normal position: faucet spray
• Pulling up the shaft diverter: hand shower spray
• Closing Faucet reaching 0.2 - 0.3 bar: automatic return  
   on faucet spray

Hand shower
spray

Faucet spray

DEV AUTDEV MAN

MANUAL DIVERTER AUTOMATIC DIVERTER

DIVERTER FUNCTION EXAMPLE

FLOW CONTROL TECHNOLOGIES
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MESH WASHER

STANDARD BALL JOINT AIRVALVE BALL JOINT DROPLESS BALL JOINT

•	 Ø 18 mm
•	 Steel wire mesh to stop debris,  
   scale and dirt
•	 Wire 0,2 mm
•	 Windows 0,5 x 0,5 mm

•	 With Aidrop© Valve •	 With Dropless Valve

FLOW CONTROL TECHNOLOGIES
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KIT NIKLES TECHNICAL COMPONENTS
ZS0603

FLOW CONTROL TECHNOLOGIES
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FLOW LIMITER Ø 15 mm
BFL-D15-10

FLOW LIMITER Ø 15 mm
BFL-D15-2.5

FLOW LIMITER Ø 15 mm
BFL-D15-9

FLOW LIMITER Ø 15 mm
BFL-D15-2.2

FLOW LIMITER Ø 15 mm
BFL-D15-16

CONTENT:

FLOW LIMITER Ø 15 mm
BFL-D15-8

FLOW LIMITER Ø 15 mm
BFL-D15-2.0

FLOW LIMITER Ø 15 mm
BFL-D15-14

FLOW LIMITER Ø 15 mm
BFL-D15-6

FLOW LIMITER Ø 15 mm
BFL-D15-1.75

FLOW LIMITER Ø 15 mm
BFL-D15-12

FLOW LIMITER Ø 15 mm
BFL-D15-4

FLOW LIMITER Ø 15 mm
BFL-D15-1.5

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-16

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-10

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-14

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-9

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-12

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-8

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-2.5

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-6

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-2.2

CHECK VALVE Ø 10 mm
BCV-D10-00

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-4

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-2.0

AIRDROP VALVE Ø 15 mm 
A0011-00

STANDARD BALL JOINT MANUAL DEVIATOR

ADAPTER Ø 15 mm
CHECK VALVE Ø 15 mm
BCV-D15-00

ADAPTER Ø 14 mm
CHECK VALVE Ø 14 mm
BCV-D14-00

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-1.75

AIRDROP VALVE Ø 15 mm 
A0012-00

AIRVALVE BALL JOINT AUTOMATIC DEVIATOR

MESH WASHER

DROPLESS BALL JOINT

FLOW LIMITER Ø 12,5 mm
BFL-D12.5-1.5

FLOW CONTROL TECHNOLOGIES
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1.		  Nikles provides the following warranty for its products: 

2.		  Duration of the warranty: The warranty extends to 5 years starting from date of purchase: If in this period the  
		  product should fail due to a manufacturing error or incorrect assembly, it will be repaired or exchanged free of  
		  charge. Nikles reserved the right to analyse the faulty part prior to any exchange. 

3.		  Excluded from the warranty is damage resulting from incorrect handling, disassembly or local water  
		  circumstances. Also Nikles will reject claims due to: 

3.1.	 Inappropriate cleaning methods, like boiling water, corrosive or aggressive chemicals or chemicals that contain  
		  softeners. 

3.2.	 All claims resulting from the disassembly of the shower. 

3.3.	 Claims resulting from the use in areas with excessively dirty or extremely hard water or maritime conditions or from  
		  areas with high pressures starting from 5 bar (500 kpa) before the tap 

3.4.	 Incorrect handling (e.g. enforcing a spray pattern), neglect, inappropriate installation or accidents (e.g. drop) 

3.5.	 Nikles does not accept any cost from third parties in particular no costs from the replacement / installation of  
		  products. 
 
 
The built in flow regulator must not be taken out. In case this has been done, the warranty will be void.

Operating pressure: 
1-5 bar / (100 - 500kpa) / (14.504psi - 72.519psi) 

Operating temperature: 
42°C / 107.6°F 

Maximum pressure: 
Max. 5 bar / (500kpa) / (72.519psi) 

Maximum Temperature: 
Max. 60°C / 140°F

Model -, range - and technical changes and errors expected
Modell -, Programm - und technische Änderungen sowie Irrtum vorbehalten
Nous dégageons toute responsabilité, en cas d’erreur technique ou autre
Il costruttore non risponde delle possibili inesattezze - errori di stampa - omissioni - dati tecnici errati - presenti nel catalogo

©
Nikles Group
2023

Warranty
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